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'IECecoDoor TECH-DATA
| StormPro'Shutter

ASSA ABLOY
SEVERE WEATHER DOOR & FRAME WITH MULTI POINT LOCK
UL Certified to (FEMA) 320 & 361 Guidelines

DOOR: UP TO 4'—0" x 6'—8" LEAF SIZE, 16 GA. FACE SHEETS with 10 GA. LINER & POLYSTYRENE CORE.
LOCK: CORBIN RUSSWIN FE6700

HINGES: McKINNEY SP3786 or SP3386 (4—1/2" X 4—1/2" X .180") SHUTTER SIZES:

OPTIONAL 4—-SIDED FRAME
McKINNEY‘ MCK—HG305 CONTINUOUS HINGES J‘_rzgn i gr:gn MJANX
MARKAR HG—305 CONTINUOUS HINGES

THE CENTER BOLT & CENTERLINE OF STRIKE

e R WILL BE LOCATED AT THE VERTICAL CENTER
. Q i - a4 4 TN OF THE OPENING AS A STANDARD.
RIS | B | « _ SHUTTERS WILL BE SUPPLIED WITH (2) HINGE PREPS
— || A y IN HEIGHTS UP TO 4°0. HEIGHTS OF 4’0 AND
< _ I - GREATER WILL BE SUPPLIED WITH (3) HINGES PREPS.
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14 GAGE CRS or HOT-DIPPED
AB0 GALVANIZED STEEL

_ N

1/4” DOOR U.C. ONLY
HORIZONTAL SECTION

2" FACE JAMBS
SINGLE SWING STANDARD PROFILE © FACE MAX. HEAD
WL A L
®
% | ACTUAL LEAF WIDTH | * 5_3{ 4" DEPTH MIN.
I 1 14" DEPTH MAX.
DOOR OPENING WIDTH

KD OR WELDED CORNERS

Suggested Use: Designed to endure tornado force

winds and flying debris. Developed to JAMB ANCHOR OPTIONS:

Disaster and Tornado Shelters MASONRY — "T” ANCHORS

11/30/09

Storm Shelters
Community Shelters
School Shelters

School "Safe” Rooms
Residential "Safe” Rooms

resist missile penetration for use in
buildings designed as shelters to
protect occupants from injury.
Successfully tested in accordance
with the guidelines set forth by the
Federal Emergency Management
Agency in the FEMA 320 & FEMA 361
publications.

MASONRY — WIRE ANCHORS

EXISTING OPENING ANCHORS W/ BOLTS

2—4 WALL ANCHORS PER JAMB:
(DEPENDING ON OPENING HEIGHT)

HEAD and SILL ANCHORS:

EXISTING OPENING DIMPLES W/ BOLTS
2-3 WALL ANCHORS PER HEAD:
(DEPENDING ON OPENING WIDTH)

2-3 WALL ANCHORS PER SILL:
(DEPENDING ON OPENING WIDTH)

ASSA ABLOY, the global leader
in door opening solutions.
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ECecoDoor TECH-DATA

ASSA ABLOY StormPro'Shutter with Glass
SEVERE WEATHER DOOR & FRAME WITH MULTI POINT LOCK

UL Certified to (FEMA) 320 & 361 Guidelines

DOOR: UP TO 4'—0" x 6'—8" LEAF SIZE, 16 GA. FACE SHEETS with 10 GA. LINER & POLYSTYRENE CORE.
LOCK: CORBIN RUSSWIN FE6700

SHUTTER SIZES:

HINGES: McKINNEY SP3786 or SP3386 (4—1/2” X 4—1/2" X .180") 1—SIDED FRAME
1'-8” x 3'=0” MIN

OPTlONAL: ) » ’ ”

McKINNEY MCK—HG305 CONTINUOUS HINGES 4-0" x 68" MAX

MARKAR  HG—305 CONTINUOUS HINGES

THE CENTER BOLT & CENTERLINE OF STRIKE
WILL BE LOCATED AT THE VERTICAL CENTER

a s M IR 4 e OF THE OPENING AS A STANDARD.
. 'g - »q | DEEEENR CENE SHUTTERS WILL BE SUPPLIED WITH (2) HINGE PREPS
4 ______ S IN HEIGHTS UP TO 4°0. HEIGHTS OF 4’0 AND
. < ‘5‘ ﬂ_ S GREATER WILL BE SUPPLIED WITH (3) HINGE PREPS.
< . I . - ] GLAZING MATERIAL AND GLAZING ARE NOT PROVIDED
A4 4 i R UNLESS INCLUDED IN CONTRACT DOCUMENTS.
S I T SHUTTER WITH GLASS
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< I { - ALWAYS THE FIELD
4 a- 1l L < - .
' A ' <. i a4 < FRAME CONSTRUCTION/FEATURES
-4 ga- - -4 < 4 P PR
P 14 GAGE CRS or HOT-DIPPED
1/4” DOOR U.C. ONLY AB0 GALVANIZED STEEL
HORIZONTAL SECTION x L
2" FACE JAMBS
SINGLE SWING STANDARD PROFILE © FACE MAX. HEAD
WL A |
®
% | ACTUAL LEAF WIDTH | * 5_3{ 4" DEPTH MIN.
f 1 14" DEPTH MAX.
DOOR OPENING WIDTH
KD OR WELDED CORNERS
Suggested Use: Designed to endure tornado force
; ; i JAMB ANCHOR OPTIONS:
Disaster and Tornado Shelters wm.ds a:.'rd'ﬂy ing debr 'S Develop?d to MASONRY — ™" ANCHORS
Storm Shelters resist missile penetration for use in MASONRY — WIRE ANCHORS /

. buildings designed as shelters to EXISTING OPENING ANCHORS W/ BOLTS
Community Shelters g J = 2-4 WALL ANCHORS PER JAMB:
School Shelters protect occupants from injury. (DEPENDING ON OPENING HEIGHT)
School "Safe” Rooms SLllccessfull'y te'sted in accordance HEAD and SILL ANCHORS:

Residential "Safe” Rooms with the guidelines set forth by the EXISTING OPENING DIMPLES W/ BOLTS
Federal Emergency Management 2_(SEFY\I{:¢\I|5|I_N é%%HgSS\III\EEI\?NIDHTE)AD:
publications. (DEPENDING ON OPENING WIDTH)

ASSA ABLOY, the global leader
in door opening solutions.
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ECecoDoor TECH-DATA

ASSQABLOYI StormPro 320 & 361
SEVERE WEATHER DOOR & FRAME WITH MULTI POINT LOCK

UL Certified to (FEMA) 320 & 361 Guidelines

DOOR: UP TO 8-0" x 8'—0" OPENING SIZE, 14 GA. A60 GALV FACE SHEETS WITH POLYURETHANE CORE.
LOCK: CORBIN RUSSWIN FE6800, SARGENT FM7100, OR YALE 7380F

INACTIVE DOOR: REINFORCED FOR CORBIN RUSSWIN 988CR, SARGENT 988, OR YALE 988Y

HINGES: 3 or 4 AS REQUIRED FOR DOOR HEIGHT.

McKINNEY SP3786 (4—1/2" X 4—1/2" X .180")

McKINNEY SP3386 (4—1/2" X 4—1/2" X .180")

OPTIONAL:

McKINNEY MCK—HG305 CONTINUOUS HINGES

MARKAR HG—305 CONTINUOUS HINGES

IF OVER 6'-0" x 7'—0" AND FIRE RATED, CORE WILL BE HONEYCOMB
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t DOUBLE SWING .
5/8” STD DOOR U.C.
1/4” MAX. BOTTOM FRAME CONSTRUCTION/FEATURES
HORIZONTAL SECTION CLEARANCE TO TOP OF STRIKE
14 GAGE HOT-DIPPED
V/ /T A AB0 GALVANIZED STEEL
[} ) _ —_ —
EXTERIOR MOUNTED 1/8" FLAT PLATE ASTRAGAL "
! 2" FACE JAMBS
‘ ‘_”_' 91.' (OPTIONAL FOR NON—FIRE RATED ASSEMBLIES) STANDARD PROFILE +* FAGE MAX. FHD
3%" | ACTUAL LEAF WIDTH _[|  ACTUAL LEAF WIDTH }‘ 332 |
. DOOR OPENING WIDTH | 5-3/4" DEPTH MI.
Suggested Use: Designed to endure tornado force ggREERgELDED
Disaster and Tornado Shelters winds and flying debris. Developed to
resist missile penetration for use in JAMB ANCHOR OPTIONS:
Storm Sh?lters buildings designed as shelters to MASONRY — "T" ANCHORS
Community Shelters o MASONRY — WIRE ANCHORS
School Shelters protect occupants from injury. EXISTING OPENING PREPS W/ BOLTS
School "Safe” Rooms Successfully tested in accordance 6 WALL ANCHORS PER JAMB:
Residential "Safe” Rooms with the guidelines set forth by the REQUIRED HEAD PREP
Federal Emergency Management 4 EO PREPS PER HEAD UP TO 6'-0"

Agency in the FEMA 320 & FEMA 361 5 EO PREPS PER HEAD 6'-1" TO 8'-0"
publications. BOLTS BY CECO

ASSA ABLOY, the global leader
in door opening solutions.



ASSA ABLOY, the global leader
in door opening solutions.

I=CecoDoor TECH-DATA
ASSA ABLOY
©o
v StormPro 320
o
SEVERE WEATHER DOOR & FRAME
DOOR: UP TO 3'—0" x 7°—0" LEAF SIZE, 14 GA. FACE SHEETS, 45H HINGES.
LOCK: (1) SELF LATCHING SET, (3) MEDECO MAXUM DEADBOLTS
a4 . ; < 4 g
EEE N 4 afa .4 e " Ceco’s StormPro 320 was successfully tested at
—— i N Texas Tech University's Wind Engineering Research
a 4 e Center, Lubbock, TX in accordance with the
i il 4 guidelines set forth by the Federal Emergency
< R H “ 4 Management Agency in the publication FEMA 320
a4 4 Deodbolt/ v Tal'<in‘g Shelter From th'e Storm:
= — Building a Safe Room in Your House.
i 4
= — DOOR CONSTRUCTION/FEATURES
4 @ 14 GAGE (CR OR A60) FACE SHEETS
S Deadbolt : 12 GA TOP & BTM CHANNELS, EDGE SEAMS ARE FULLY
e 2 ~ WELDED, 12 GA FULL LENGTH VERTICAL STIFFENERS
L ¢ 4 <94 ALONG BOTH THE HINGE AND LOCK EDGES, 16 GA
- < H =5) INTERMEDIATE STIFFENERS SPACED AT A MAXIUM
3 (4 P < OF 6" APART. POLYSTYRENE FILLER USED BETWEEN THE
Passage Set ‘a . STIFFENERS. SQUARE LOCK AND HINGE EDGES.
4 a 4. HINGES: 3 or 4 AS REQUIRED FOR DOOR HEIGHT.
— - McKINNEY SP3786 (4—1/2" X 4—1/2" X .180")
- . . McKINNEY SP3386 (4—1/2" X 4—-1/2" X .180")
4 ) OPTIONAL:
v a4 McKINNEY MCK—HG305 CONTINUOUS HINGES
b # - . MARKAR HG-305 CONTINUOUS HINGES
— Deadbolt" ' [ .. .
________ Vi . FRAME CONSTRUCTION/FEATURES
16 GAGE (CR OR A60) MINIMUM SU OR SQ
434 DEPTH MIN. W/ 12 GA STRIKE REINFORCEMENTS
HORIZONTAL SECTION HIGH FREQUENCY HINGE STRAPS.
SINGLE SWING _ -
2" FACE JAMBS
STANDARD PROFILE ©* FACE MAX. FHD
I | |
e ) . KD OR WELDED
% | ACTUAL LEAF WIDTH | > 4=3/4" DEPTH M. CORNERS
DOOR OPENING WIDTH ANCHOR OPTIONS:
MASONRY — "T” ANCHORS
WOOD STUD ANCHORS
EXISTING OPENING ANCHORS
Suggested Use:
Residential "Safe” Rooms S5 WALL ANCHORS PER JAMB:
6" MAX FROM EACH END OF
DOOR OPENING HEIGHT AND
(4) EQUALLY SPACED
[o2]
§ 3 WALL ANCHORS PER HEAD:
S ANCHOR SPACING:

6" MAX FROM EACH END OF
DOOR OPENING WIDTH AND MID—SPAN






